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	Product 

Bulletin
	S109
	Non-Corrosive, Silicone RTV

Adhesive and Sealant

	GENERAL DESCRIPTION
	
	SPECIFICATIONS

	S109 is a non-corrosive silicone RTV that, according to MIL-A-46146A is non-corrosive to aluminum and steel.  This system can be used where excellent adhesion to glass, metal, and most plastic.
	
	UNCURED

Type:  1 part, RTV silicone rubber

Appearance:  smooth, non-slump paste

Specific Gravity:  1.04

Extrusion Rate:  500 g / min (1/8” bead, 90 psi)

Skin Over Time:  20 min.

Cure Method:  amine, moisture cure

Cure Time:  24 hrs. (1/4” bead)

Slump/Sag:  Nil

CURED

(@ 25°C & 50% RH FOR 7 DAYS,

¼“ BEAD)

Durometer Hardness, Shore A:  23

Tensile Strength:  220 psi

Elongation at Break:  400%

Tear Resistance:  35 ppi

Coefficient of Expansion (in / in, °F):  15 x 10-5

Dielectric Strength:  500 volts / mil

Volume Resistivity:  9 x 1015 ohm·cm

Dissipation Factor, 60 Hz:  0.001

Dielectric Constant, 60 Hz:  2.80

Temp. Range After Cure:  -60 to +204°C

Shear Strength, (lb / in2)2:  130

Peel Strength, lb / in3:  40

Shrink Factor:  Nil

	
	
	

	
	
	








The information given and the recommendations made herein are based on our research and are believed to be accurate but no guarantee of their accuracy is made.  In every case we urge and recommend that purchasers before using any product in full scale production make their own tests to determine to their own satisfaction whether the product is of acceptable quality and is suitable for their particular purposes under their own operation conditions.  No representative of ours has any authority to waive or change the foregoing provisions but, subject to such provisions, our engineers are available to assist purchasers in adapting our products to their needs and to the circumstances prevailing in their business.  Nothing contained herein shall be construed to imply the nonexistence of any relevant patents or to constitute a permission, inducement or recommendation to practice any invention governed by any patent, without the authority from the owner of this patent.  We also expect purchasers to use our products in accordance with the guiding principles of the Chemical Manufacturers Association's Responsible Care® program.
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